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INSTRUCTION BOOK No. 60-3

- : LW TYPE

(MARINE)
ENGINE No.

IMPORTANT

The copyright of this manual or any portion of it is reserved. A copy of this manual

is supplied with every LW Marine Engine. It must without exception be transmitted

to the user or operator irrespective of any other literature accompanying the craft
in which the engine is installed.

SUPPLEMENTARY
INSTRUCTIONS

for the Operation of

GARDNER.
LW MARINE DIESEL ENGINES

To be used in conjunction with LW Type Instruction Book No. 566 (or later issue) and No. 2 U.C. :
Reversing and Reducing Gear Instruction Book No. 44.3 for later issue),
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GARDNER ENGINES (SALES) LTD.
Head Office and Works:

BARTON HALL ENGINE WORKS, PATRICROFT ECCLES,
: MANCHESTER

~ Telegrams: Gardworks Eccles Manchester Telephoness: ECCIes 2201 (8 lines)

London Office: ABFORD HOUSE, WILTON ROAD, S.W.1
Cables & Telegrams: Gardiesel London SWi Telephones: TATe Gallery 3315-6

Scottish Branch:
: 124, ST. VINCENT STREET, GLASGOW, C2
= Telephones: < ‘ntral 0887-8
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LW TYPE
MARINE DIESEL ENGINES

2277

6LW Marine Propulsion Unit fitted with Gardner Single Lever Control for engine speed and reverse gear operation.

SUPPLEMENTARY INSTRUCTIONS FOR THE OPERATION OF :
MARINE ENGINES TO BE USED IN CONJUNCTION WITH LW
TYPE INSTRUCTION BOOK NO. 566 (or later issue) AND NO. 2 U.C.

REVERSING AND REDUCING GEAR INSTRUCTION BOOK NO. 44-3
(or later issue).







